FEATURES

- Built-in anti-rotation device
- Ready to mount to the wall (requires 8 lag bolts)
- Built in potentiometer
- Totally sealed unit
- Easy to adjust limit switch
- Easy access wiring
- Suitable for wet locations
- CSA/UL certified for wet locations

VA1000

- 230 volt, 50/60 Hz, single phase
- 18” Stroke - 14”/minute travel
- .9 amp rating
- Rated for 800 lbs load
- Full 1 year warranty

VA24-120

- 120 volt, 60 Hz, single phase
- 24” Stroke - 14”/minute travel
- 1.8 amp rating
- Rated for 800 lbs load
- Full 1 year warranty

VA36-120

- 120 volt, 60 Hz, single phase
- 36” Stroke - 14”/minute travel
- 1.8 amp rating
- Rated for 800 lbs load
- Full 1 year warranty

18”, 24” AND 36” STROKE

EASY TO ADJUST LIMIT SWITCH

WEB SITE: www.canarm.com

E-Mail: agsales@canarm.ca

CANARM LTD. - Corporate Office
2157 Parkedale Ave., Brockville, ON
Canada K6V 5V6
Tel: (613) 342-5424    Fax: 1-800-263-4598

CANARM LTD. - USA Warehouse
808 Commerce Park Drive
Ogdensburg, New York, USA 13669
Tel: 1-800-267-4427    Fax: 1-800-263-4598

Arthur Manufacturing Facility
#7686 Concession 16, RR 4 Arthur, ON
Canada N0G 1A0
Tel: (519) 848-3910    Fax: (519) 848-3948

Printed in Canada - 02/18