
UL705 Supplement SC - Power Ventilator for Restaurant Exhaust 
Appliances certified, refer to our UL705 Supplement SC - Power 
Ventilator for Restaurant Exhaust Appliances  Catalogue page C in Roof 
Mount Ventilation for all installation requirements

now with
EC MOTORSNEW for energy savings
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ROOF MOUNT VENTILATION

• Motorized damper  
• Gravity (automatic) damper  
• Wall mount bracket (for all sizes up to 24”) 
• Bird screen  
• Grease collection box (required for UL705 Power Ventilator for  
  Restaurant Exhaust Appliances) 
• Curb hinge 
• Disconnect switches 
• Roof Curbs 
• MC series solid state variable speed controls (ALX105-135 models) 
• Remote mount potentiometer (available soon - EC models) 
• Other base (curb cap) options available. See C2 in dimensions table. 

FEATURES  
• Spun aluminum housing will not rust, chip or peel. 
• Aluminum backward inclined wheel is non-overloading. 
• Available with PSC or EC motors 
• Variable speed PSC motors available on ALX 090/105/120/135 
• All motors are 1 Phase 120/240V operation and can be operated 

at 50 or 60 Hz. 
•All units can be wall mounted. 
•Quick release latches for easy motor access 

DIMENSIONS 

OPTIONS

For Performance Specifications please see next page.

A

B

D

E

C
GF

Ideal for exhausting air from restaurants, offices,  
warehouses or commercial buildings. The ALX series 
spun aluminum exhaust fan can be used as either a  
roof top or wall mount exhaust fan. 

•  Wire disconnect switches are available.  
    See Controls & Thermostats section for details.

DISCONNECT SWITCHES

FEATURING PERFECT SPEED EC  
MOTORS - UP TO             EFFICIENCY 82%
ENERGY SAVINGS OF UP TO                          
OVER REGULAR DUTY PSC MOTORS          

 70%

A B C C2 D E F G Ø Wheel
Diameter

Roof 
Opening

ALX090-UD** 14.25 17.75 19.00 - 9.50 2.00 - - 9.00 13.00 30
ALX105-UD 18.00 25.00 19.00 21.00 13.00 1.50 3.50 0.38 10.50 15.00 35
ALX120-UD 19.00 25.00 19.00 21.00 13.00 1.50 3.50 0.38 12.25 15.00 37
ALX135-UD 22.25 32.13 21.00 24.75 17.13 2.00 3.75 0.44 13.50 17.00 53
ALX150-UD 23.13 32.13 21.00 24.75 17.13 2.00 3.75 0.44 15.00 17.00 58
ALX165-UD 27.13 37.50 24.75 28.00 21.13 2.00 4.00 0.44 16.50 20.75 100
ALX180-UD* 31.75 37.50 28.00 24.75 21.13 2.00 4.00 0.44 18.25 20.75 116
ALX210-UD* 36.25 43.75 33.13 40.00 25.50 2.50 4.00 0.44 21.00 29.00 178

MODEL
DIMENSIONS (INCHES)

WEIGHT 
(lbs)

Canarm certifies that the ALX-UD  Series shown herein are licensed to bear 
the AMCA Seal. The ratings shown are based on tests and procedures 
performed in accordance with  AMCA Publications 211 & 311 and comply 
with the requirements of the AMCA Certified Ratings Programme. 

ALX-UD & ALX-UD-EC SERIES  
- UPBLAST DIRECT DRIVE  

SPUN ALUMINUM EXHAUSTERS

• EC motors offer true variable speed operation and up to 70%
energy savings over PSC motors. 

• On-board speed adjustment allows simple setup and balancing  
with LED display. 

• Can be controlled remotely up to 50’ using a remote mount 
potentiometer or 0-10V. 

EC MOTORS ONLY 

*EC motor option only

** UL705 Only

SUBJECT TO CHANGE WITHOUT NOTICE - 07/21

UL705 POWER VENTILATOR 
FOR RESTAURANT  

EXHAUST APPLIANCES 
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ROOF MOUNT VENTILATION

SUBJECT TO CHANGE WITHOUT NOTICE - 06/23

���� ��� ���� ��� ���� ��� ���� ��� ���� ��� ���� ��� ���� ��� ���� ���

	�
���
��������� ���� � ���� ��� �	� 
�� ��� �
� ��� � � � � � � � � � �

	�
���
������ ��
 �� ���� ��� ��� 
�� 
�� 	�� ��� � � � � � � � � � �

	�
���
������� ��� � �
�� ���� ��	 ��
 ��� 
�� ��� 	�� 

� ��
 

� � � � � � �

	�
���
������ ��� �� ���� �
�� �		 ���� 
�� ��	� 	�� ���� ��� 
�� 
�� � � � � � �

	�
���
������� ��� � �
�� ��

 ��� �
�� ��� ��
� ��	 ���� ��� �
	 
�
 ��� 
�
 � � � �

	�
���
������ ���� � ���� ���� � ���� � �
�� � ���� � ���� � �
�� � ���� � � �

	�
���
������� ��� � ���� ��	
 
�� �
�� 
�� ��
� ��� ���� 	�� ���� 
�� � � � � � �

	�
���
������� ��� � ���� �
�� 
�� �		� 
�� ���� ��� ���� 	�� ��	� 
�� ���� ���� � � � �

	�
���
������� ��
 � �	�� ���� 
�� ���� 
�� ���� ��� �
�� 	�� �	�� 
�� ��	� ���� �
�� ���� � �

	�
���
������ � � ���� �
�� � ��	� � ��	� � ���� � ���� � �
	� � �	�� � � �

	�
���
������� ��� � ���� �	�� ��� ���
 �	� �
�� ��� ���	 	�	 � � � � � � �

	�
���
������� ��� � ���� ���� �
� ���
 �

 �	�
 �
� ���� 	�� ��
� 
�� ���
 	�� � � � �

	�
���
������� ��
 � ���� ���� ��� ���� 	�� ���� 	�� ��

 �	
 ���	 
�	 �	�� �
� ��	
 �
� ���� ����

	�
���
������� � � �	�� ��

 �
	 �
�� �
� ���� 	�� ��	� �
� ��	� 
�� ���� �
� �
�� �	� �
�� ��



	�
���
������ ����� � ���� �
�� � ���� � ���� � ���� � ���� � �
�� � ���� � ���� �

	�
���
������� ��� � ���� ���� 
�� ��	� 
�� ���� ��� ��	� ���
 ��
	 ���� � � � � � �

	�
���
������� ��
 � ���� ���� 
�� �	
� 
�� ��	� ��� �
�	 ���
 ���� ���� ��
� ���
 ��
� �
�� � �

	�
���
������� � � ���� ��	� 
	
 ���
 
�� �
�� ��� ���� ���
 ���	 ���� ���� ���
 ���
 �
�� �	
� ���


	�
���
������� � � ���� �
�� ���� ���� ���� ���� ���� �	�� �
	� �
�� ���� ���� �	�� � � � �

	�
���
������� � ��� 
��� �	�� 
��� �	�� �	�� �
�� �
�� �
�� ���� ���� ���� ���� � � � �

���� ���� ��� ���� ����� ����� ���� ������� 

!" "# 	�#$�"%&'�$!(&)&� 	 ��&*#����#�

�* �	#�	+��
�*���&

!	
�&
#*!

PERFORMANCE SPECIFICATIONS & CFM RATINGS

Minimum motor speed 425 RPM        (EC Models)

ALX-UD & ALX-UD-EC SERIES  
- UPBLAST DIRECT DRIVE  
SPUN ALUMINUM EXHAUSTERS

0.0" STATIC
0.25" STATIC
0.5" STATIC
0.75" STATIC
1.0" STATIC
1.25" STATIC
1.5" STATIC

CFM (X100)

0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32

ALX165-UD WITH 1.0 HP EC

ALX165-UD WITH 3/4 HP EC

ALX165-UD WITH 1/2 HP EC

ALX165-UD WITH 1/3 HP EC

ALX150-UD WITH 1.0 HP EC

ALX150-UD WITH 3/4 HP EC

ALX150-UD WITH 1/2 HP EC

ALX150-UD WITH 1/3 HP EC

ALX135-UD WITH 3/4 HP EC

ALX135-UD WITH 1/2 HP EC

ALX135-UD WITH 1/3 HP EC

ALX120-UD WITH 1/3 HP EC

ALX105-UD WITH 1/3 HP EC

ALX180-UD WITH 1.0 HP EC

ALX210-UD WITH 1.0 HP EC

34 36 38 40 42 44

ALX UPBLAST SERIES AIRFLOW RANGE WITH EC MOTORS

* Using MC5 (for 115V or MC5-230 (for 230V) 
** Using MC10 (for 115V or MC5-230 (for 230V) 
*** UL705 Only 
†3/4HP motor may be subbed due to motor availability 

EC motors can be controlled using the built in potentiometer on motor or by using a 0 to 10 V controller, or by a remote potentiometer.


