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Air Moving Products

BIDI - 10   Max. Wheel RPM: 4000 Max. H.P. 7-1/2 Shaft Dia: 1-3/16” 
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Class I Limit

Model
Max Wheel RPM
Shaft Diameter, In.
Max HP

BIDI-10
4000
1-3/16"
7-1/2

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999

 INDUSTRIES INC.
Delhi, Ontario
PH (519) 582 2440
Fax (519) 582 0581
www.delhi-industries.com
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Class I Limit

Model
Max Wheel RPM
Shaft Diameter, In.
Max HP

BIDI-12
3400
1-7/16"
7-1/2

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999

 INDUSTRIES INC.
Delhi, Ontario
PH (519) 582 2440
Fax (519) 582 0581
www.delhi-industries.com

BIDI - 12   Max. Wheel RPM: 3400 Max. H.P. 7-1/2 Shaft Dia: 1-7/16” 

Power rating (BHP) does not include transmission losses. Performance certified is for installation type B: Free inlet, Ducted outlet.
Performance ratings do not include the effect of appurtenances (accessories).

CANARM LTD. - Corporate Office   2157 Parkedale Ave., PO Box 367 Brockville, ON   Canada   K6V 5V6   Tel: (613)342-5424   Fax: 1-800-263-4598
www.canarm.com                  |                www.delhi-industries.com                  |                   hvacsales@canarm.ca
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BIDI - 13   Max. Wheel RPM: 3000 Max. H.P. 7-1/2 Shaft Dia: 1-7/16” 

BIDI - 15   Max. Wheel RPM: 2700 Max. H.P. 10 Shaft Dia: 1-7/16” 
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Class I Limit

Model
Max Wheel RPM
Shaft Diameter, In.
Max HP

BIDI-13
3000
1-7/16"
7-1/2

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999

 INDUSTRIES INC.
Delhi, Ontario
PH (519) 582 2440
Fax (519) 582 0581
www.delhi-industries.com
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Model
Max Wheel RPM
Shaft Diameter, In.
Max HP

BIDI-15
2700
1-7/16"
10

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999

 INDUSTRIES INC.
Delhi, Ontario
PH (519) 582 2440
Fax (519) 582 0581
www.delhi-industries.com

Power rating (BHP) does not include transmission losses. Performance certified is for installation type B: Free inlet, Ducted outlet.
Performance ratings do not include the effect of appurtenances (accessories).

CANARM LTD. - Corporate Office   2157 Parkedale Ave., PO Box 367 Brockville, ON   Canada   K6V 5V6   Tel: (613)342-5424   Fax: 1-800-263-4598
www.canarm.com                  |                www.delhi-industries.com                  |                   hvacsales@canarm.ca
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Air Moving Products

BIDI - 16   Max. Wheel RPM: 2500 Max. H.P. 15 Shaft Dia: 1-11/16” 

BIDI - 18   Max. Wheel RPM: 2200 Max. H.P. 15 Shaft Dia: 1-11/16” 
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Model
Max Wheel RPM
Shaft Diameter, In.
Max HP

BIDI-16
2500
1-11/16"
15

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999

 INDUSTRIES INC.
Delhi, Ontario
PH (519) 582 2440
Fax (519) 582 0581
www.delhi-industries.com
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Model
Max Wheel RPM
Shaft Diameter, In.
Max HP

BIDI-18
2200
1-11/16"
15

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999

 INDUSTRIES INC.
Delhi, Ontario
PH (519) 582 2440
Fax (519) 582 0581
www.delhi-industries.com

Power rating (BHP) does not include transmission losses. Performance certified is for installation type B: Free inlet, Ducted outlet.
Performance ratings do not include the effect of appurtenances (accessories).

CANARM LTD. - Corporate Office   2157 Parkedale Ave., PO Box 367 Brockville, ON   Canada   K6V 5V6   Tel: (613)342-5424   Fax: 1-800-263-4598
www.canarm.com                  |                www.delhi-industries.com                  |                   hvacsales@canarm.ca
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BIDI - 20   Max. Wheel RPM: 1950 Max. H.P. 15 Shaft Dia: 1-11/16” 

BIDI - 22   Max. Wheel RPM: 1750 Max. H.P. 20 Shaft Dia: 2-1/4” 
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Class I Limit

Model
Max Wheel RPM
Shaft Diameter, In.
Max HP

BIDI-20
1950
1-11/16"
15

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999

 INDUSTRIES INC.
Delhi, Ontario
PH (519) 582 2440
Fax (519) 582 0581
www.delhi-industries.com
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Model
Max Wheel RPM
Shaft Diameter, In.
Max HP

BIDI-22
1750
2-1/4"
20

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999

 INDUSTRIES INC.
Delhi, Ontario
PH (519) 582 2440
Fax (519) 582 0581
www.delhi-industries.com

Power rating (BHP) does not include transmission losses. Performance certified is for installation type B: Free inlet, Ducted outlet.
Performance ratings do not include the effect of appurtenances (accessories).

CANARM LTD. - Corporate Office   2157 Parkedale Ave., PO Box 367 Brockville, ON   Canada   K6V 5V6   Tel: (613)342-5424   Fax: 1-800-263-4598
www.canarm.com                  |                www.delhi-industries.com                  |                   hvacsales@canarm.ca
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Air Moving Products

BIDI - 24   Max. Wheel RPM: 1600 Max. H.P. 20 Shaft Dia: 2-1/4” 

BIDI - 27   Max. Wheel RPM: 1450 Max. H.P. 25 Shaft Dia: 2-1/4” 
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BIDI-24
1600
2-1/4"
20

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999
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BIDI-27
1450
2-1/4"
25

Performance curves based on tests made in 
accordance with A.M.C.A. 210-85. Tested with 
discharge duct. Horsepower does not include
drive loses. Standard air density 0.075 Lb/Cu. Ft.

Printed: November 1999

 INDUSTRIES INC.
Delhi, Ontario
PH (519) 582 2440
Fax (519) 582 0581
www.delhi-industries.com

Power rating (BHP) does not include transmission losses. Performance certified is for installation type B: Free inlet, Ducted outlet.
Performance ratings do not include the effect of appurtenances (accessories).

CANARM LTD. - Corporate Office   2157 Parkedale Ave., PO Box 367 Brockville, ON   Canada   K6V 5V6   Tel: (613)342-5424   Fax: 1-800-263-4598
www.canarm.com                  |                www.delhi-industries.com                  |                   hvacsales@canarm.ca
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