
PAGE D7SUBJECT TO CHANGE WITHOUT NOTICE - 02/24

Designed for heavy duty commercial and industrial applications 
- Factories, Warehouses, Gymnasiums, Underground parking 

garages, etc.

56 - 184 213 - 215

DDP12 12” 16.125" 2.0" 13" --

DDP14 14” 18.125" 2.5" 13" --

DDP16 16” 20.125" 3.0" 13" --

DDP18 18” 22.125" 3.0" 13" --

DDP20 20” 24.125" 3.5" 13" --

DDP24 24” 29.625" 4.0" 13" 14"

BLADE 
DIAMETER

A X A
SQUARE B

C 
(DIRECT DRIVE MOTOR FRAME)MODEL

FEATURES  
• Heavy gauge steel fan panel with deep spun and  

flared venturi for maximum efficiency. 
•  Heavy gauge welded steel motor supports. 
•  Fiberglass reinforced polypropylene blades. 
•  TEFC motors are standard. 

DIMENSIONS 

The DDP fan utilizes a fiberglass reinforced 
polypropylene blade that runs more efficiently 
and quieter than steel fan blades.  
 

Available in 12” - 24” blade sizes and 1/4 - 2 HP 
motor sizes. 
 

This fan is used for exhaust applications.  
Please consult factory for supply applications. 
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OPTIONS

SPECIFICATIONS

For three phase motors, substitute “*” with “M” for 230/460 volt (If 208V required please specify) or “P” for 575 volt 
Fan blades tested in accordance with AMCA standard 210, figure 12 
dBA ratings shown are measured at 0” static pressure and should be used as a guideline only

For fan complete with 
cabinet/guard and shutter,  
substitute “T” with CBS

For fan complete with front 
sleeve and shutter,  
substitute “T” with SLS

For fan with rear sleeve 
and back guard, substitute 
“T” with SLB

WALL MOUNT FANS

For a complete 
listing of all 
available  
options, see 
page D10.

BACK VIEW

DDP - DIRECT DRIVE WALL FANS

Non-stock, made-to-order products are 
non-returnable and cannot be cancelled.

CURRENTLY ONLY AVAILABLE IN CANADA


