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HVAC

DSQ-B SERIES

Backward Inclined Belt Drive Square Inline Blowers

AVAILABLE WITH MOTORS & UNIT WITH MOTOR COVER REMOVED.
DRIVES FACTORY INSTALLED.

CONSULT OUR DELAIR FAN
SELECTION SOFTWARE FOR
DETAILS.

L1sTED!

CURRENTLY ONLY Int7e(;‘;ek
AVAILABLE
IN CANADA
FEATURES PERFORMANCE SPECIFICATIONS
« Available in 10” to 27” sizes. TYPICAL MAXIMUM CFM @ SP
- Heavy duty, non-overloading backward inclined wheel. MODEL | 1/27SP | 1”SP | 11/2’SP| 2'SP | MinHP | MaxHP
+ Pivoted motor mounting base for convenient belt tension DSQ-B-10 1700 1500 1300 1100 1/4 1
adjustment. DSQ-B-12 2700 2400 2100 1900 1/4 11/2
+ Air handler pillow block bearings mounted on rigid angle DSQ-B-13 3100 2800 2400 2000 1/3 1172
iron frame. DSQ-B-15 4000 3600 3200 2600 1/3 2
. DSQ-B-16 5400 5000 4600 4000 1/3 3
+ Leak proof access panels with gasket. DSQ-B-18 6000 5600 5000 4400 12 3
+ Angle iron mounting lugs can be relocated for base or DSQ-B-20 7200 6400 5600 4600 1/2 3
suspension mounting or positioning motor on the top, side DSQ-B-22 9500 9000 8300 7500 3/4 5
or bottom of blower. DSQ-B-24 12500 12000 11200 10500 1 71/2
+ For side discharge simply re-locate the side panel to the DSQ-B-27 14500 13500 12500 11000 1 71/2
normal discharge opening. Power rating (BHP) does not include transmission losses. Performance certified is for
+ Motor cover supplied. installation type B - Free inlet, Ducted Outlet. Performance ratings do not include the effects of

appurtenances (accessories).
CFM values listed above are summarized for convenience.

FOR FAN CURVES & FULL PERFORMANCE DATA, CONSULT OUR DELAIR SOFTWARE.

Junction box.

DIMENSIONS DOWNLOAD DELAIR @ WWW.CANARM.COM/DELAIR
EEEL ‘ L*XWXH INLET/QUTLET MOUNTING BRACKET HOLES MOTOR ENCLOSURE ‘ WEIGHT (lbs) F-DSQFILTER SECTION
A B A1 B1 D E without motor FILTER UNIT
. . y FACTOR WEIGHT(LBS)
DsaBA0 | 4y e e 1w 180HEW X 15 SEH WX IEH 1514 345n6 62 FDSQA0 | o o 140 6 7.085 10
*NOTE: With the exception of DSQ-B-10, all models are cubes (DSQ-B-10 has extended length)
DSQ-B-12 20 116" 17" 229/16" 183" 151" 355/16" 73 F-DSQ-12 20 116" 17" 6" 3.069 13
DSQ-B-13 22116" 183" 249/16" 2034 15 14" 375/6" 85 F-DSQ-13 22116 183" 6 2.184 15
DSQ-B-15 24916" 2078" 2 23 15 14" 39 1316" 95 F-DSQA15 24 9/16" 207" 147 0.762 26
DSQ-B-16 26 116" 23" 289/16" 2434 1634 | 421316 123 F-DSQ-16 26 116" 23" 14" 0630 27
DSQ-B-18 28 1116" 253/8" 313/6" 27 18" 163" 45716" 140 F-DSQ-18 28 11116" 2538 147 0.463 30
DSQ-8-20 31716" 27 3" 33 78" 29 7/8" 163/4" 48.3/16" 165 F-DSQ-20 317/16" 27 314" 140 0.346 33
DSQ-B-22 341/16" 31" 36 9/16" 323/4" 213/4" 55 13/16" 211 F-DSQ-22 34 1/16" 31" 20" 0.182 57
DSQ-B-24 379/16" 34" 40" 36" 213/4" 59 5/16" 241 F-DSQ-24 379/16" 34" 20" 0.134 64
DSQ-B-27 413/8" 371/2" 43 13/16" 39 5/16" 213/4" 63 1/8" 280 F-DSQ-27 413/8" 371" 20" 0.100 71

. . - ) o
Mounting brackets shown in both Filter Resistance = Filter Factor x CFM? x 10 in. wg

positions. Can be top or bottom

mounted. ACCESSORIES

« F-DSQ Filter section with ‘V’ bank 1" aluminum filters.
(Filter rack will accept customer supplied 2" filters).
+ Suspension or base mount vibration isolators.
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RELATED MODEL

GSQ-D
Backward Inclined Direct
Drive Square Inline Blower
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