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WALL MOUNT FANS

FILTER SECTION FOR WALL 
INTAKE & EXHAUST FAN 

• Filter sections are available in eight sizes from 24” to 60” wall mount propeller fans.
• Filters are accessible trough bolted side panel for maintenance or replacement.
• Permanent expanded aluminum filters have large surface area for efficient filtration.
• Washable filters for easy cleaning (remove filter from cabinet for washing).
• Flanged or sleeve inlets side suitable for different designs.
• Filter sections could be used for intake or exhaust filtration.

Shipped assembled or knock down for easy field assembly. 
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Fits XB, SXB, HV, HVA, ADD, DDP and DDS Series
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FLANGE MOUNT SLEEVE MOUNT

24" FB24 FBS24 30 1/2" 22 3/8" 28 3/8" 4

30" FB30 FBS30 36 1/2" 25 1/4" 31 1/4" 4

36" FB36 FBS36 42 1/2" 21 5/8" 27 5/8" 4

42" FB42 FBS42 48 1/8" 28 1/4" 34 1/4" 9

48" FB48 FBS48 54 1/4" 26 3/8" 32 3/8" 9

54" FB54 FBS54 60 1/2" 24 1/16" 30 1/16" 9

60" FB60 FBS60 68 1/2" 27 1/4" 33 1/4" 12

# OF 
FILTERSFAN SIZE FLANGE MOUNT SLEEVE MOUNT A

Needs rear sleeve to connect filter section & wall fan together.


