
SET THERMOSTAT ON HIGH FOR TESTING.
MARK PART NO. ON BACK WITH A BLACK
MARKER.
#2 ATTACH BLACK WIRE TO THE MALE SILVER
TERMINAL.
USE #6 BLUNT SCREWS ON FUSE HOLDERS
USE 10-24 SCREW AND NUT ON CONTROL
AND GROUND LUG.

NOTES:

BOX - G4953

REV. DATE DESCRIPTION

3 3/00 ECN# 072/00

4 7/06 ECN# 054/06

5 9/11 ECN# 02A /11

SAVED AS: G4952ASM

-
HLW-93 WIRING BOX ASSEMBLY

G4952
DESCRIPTION:

CHKED BY:
DATE:  03/27/00SCALE: NONE

DIMENSIONS
-

TOLERANCE: +/- .031 UNLESS OTHERWISE SPECIFIED

DWG.NO.:

MATERIAL:

DRAWN BY: A.CHING

FORM CAN 33, QAP 19, APP "G", REV 1, MAY 15 '96

LOCATION

R

TRIM ENDS FOR FLAGS TO 0.250
TRIM UNSPECIFIED ENDS TO 0.500

14GA. WHITE    -CUT 7.5"

14GA. BLUE    -CUT 4.5"

14GA. BLUE TEW-CUT 5.5"

12GA. BLK CUT 7.5"
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