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XF P S/SD SD-XPF AX XBL

Design Standard Light Duty Light Duty Light Duty Light Duty Light Duty Light Duty

Application Residential / Commercial Commercial Commercial Commercial Commercial Commercial

Size Range 12" - 20" 8"- 24" 8"- 36" 12"- 24" 12"- 24" 24"- 48"

Blade Material Painted Steel Steel / Aluminum Steel / Aluminum Aluminum Steel / Aluminum Steel

Drive Type Direct Direct Direct Direct Direct Belt

Motor Horsepower 1/50  to 1/4 HP 1/40  to 1/3 HP 1/40 to 1/2 HP 1/3 HP 1/40  to 1/3 HP 1/3 to 1 HP

Panel / Housing 
Material Galvanized Steel Steel Steel Aluminum Heavy Gauge Steel

Panel Coating Galvanized 4 mil Polyester 
Powdercoat

4 mil Polyester 
Powdercoat

4 mil Polyester 
Powdercoat None 6 mil Textured Polyester 

Powdercoat

Includes Cabinet 
and/or Shutters Yes Optional Yes Yes Yes Optional (Galv Steel)

Motor Mount Integrated Wire Motor 
Mount / OSHA Guard

Integrated Wire Motor 
Mount / OSHA Guard

Integrated Wire Motor 
Mount / OSHA Guard

Integrated Wire Motor 
Mount / OSHA Guard

Integrated Wire Motor 
Mount / OSHA Guard Heavy Steel Post

Reversible No No No No No No

Standard Motor Type 3 Speed Pull Chain 
c/w  9' Cord

TEAO
Hard Wire

TEAO
Hard Wire

TEAO
Hard Wire

TEAO
 Hard Wire

ODP
Hard Wire

Optional Cabinet No No No No No Yes (Galv Steel)

Front/Rear Sleeve No Yes (Galv Steel) No No No Yes (Galv Steel)

Motorized Shutters No Optional No No No Optional

Hoods Available Yes Optional Optional Optional Optional Optional

Overall Unit 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year

Panel & Mount 
Welded Assembly N/A N/A N/A N/A N/A 5 Years

Blade 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year

Motor 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year
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XB SXB DDP DDS HV ADD HVA

Med. Duty Med. Duty Heavy Duty Heavy Duty Heavy Duty Heavy Duty Heavy Duty

4 Paddle Commercial/ 
Light Industrial

6 Paddle Commercial / 
Light Industrial Industrial Industrial Industrial Industrial Industrial

24"- 60" 24"- 60" 12"- 60" 12"- 60" 24"- 60" 12"- 60" 24"- 60"

Light Guage Steel Medium Guage Steel Poly/ Fiberglass Heavy Gauge Steel Heavy Gauge Steel Cast Aluminum Cast Aluminum

Belt Belt Direct Direct Belt Direct Belt

1/3 to 7.5 HP 1/3 to 7.5 HP 1/3 to 2 HP 1/3 to 7.5 HP 1-15 HP 1/3 to 20 HP 3/4 to 20 HP

Heavy Gauge Steel Heavy Gauge Steel Heavy Gauge Steel Heavy Gauge Steel Heavy Gauge Steel Heavy Gauge Steel Heavy Gauge Steel

6 mil Textured Polyester 
Powdercoat

6 mil Textured Polyester 
Powdercoat

6 mil Textured Polyester 
Powdercoat

6 mil Textured Polyester 
Powdercoat

6 mil Textured Polyester 
Powdercoat

6 mil Textured Polyester 
Powdercoat

6 mil Textured Polyester 
Powdercoat

Optional (Galv Steel) Optional (Galv Steel) Optional (Galv Steel) Optional (Galv Steel) Optional (Galv Steel) Optional (Galv Steel) Optional (Galv Steel)

Heavy Gauge Welded 
Steel Motor Supports

Heavy Gauge Welded 
Steel Motor Supports

Heavy Gauge Welded 
Steel Motor Supports

Heavy Gauge Welded 
Steel Motor Supports

Heavy Gauge Welded 
Steel Motor Supports

Heavy Gauge Welded 
Steel Motor Supports

Heavy Gauge Welded 
Steel Motor Supports

No No No No No Yes
Select 3 Phase Units

Yes
Select 3 Phase Units

TEFC
Hard Wire 

TEFC
Hard Wire 

TEFC 
Hard Wire 

TEFC
Hard Wire 

TEFC
Hard Wire 

TEFC
Hard Wire 

TEFC
Hard Wire 

Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel)

Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel) Yes (Galv Steel)

Optional Optional Optional Optional Optional Optional Optional

Optional Optional Optional Optional Optional Optional Optional

1 Year 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year

5 Years 5 Years 5 Years 5 Years 5 Years 5 Years 5 Years

1 Year 1 Year 2 Years 2 Years 2 Years 5 Years 5 Years

1 Year 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year
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200 Series IDB Series 9200 Series DSQ-B

Design Standard Class I Class I Class I Class I

Application Commercial/ Institutional/   
Industrial Commercial/ Institutional/ Industrial Commercial/ Institutional/ Industrial Commercial/ Institutional/   

Industrial

Airflow Capacity (CFM) 300 - 7600 (Single)
600 -15200 (Twin)

300 - 7600 (Single)
600 -15200 (Twin) 600 - 12000 (Single)      1200 - 24000 (Twin) 500 - 15000

Wheel Type Forward Curved Forward Curved Forward Curved Backward Inclined

Blower Wheel Diameter Range 7" - 18" 7" - 18" 9" - 20" 10" - 27"

Wheel Material Galv. Steel Galv. Steel Galv. Steel Powder Coated Steel

Drive Type Belt Belt Belt Belt

Maximum Motor HP 3/4 - 5 HP (Single)
1.5 - 10 HP (Twin) 3/4 - 5 HP 0.75 - 15 HP (Single)

1.5 - 40 HP (Twin) 1 - 7.5 HP

Available Shaft Diameter 3/4" - 1" (Single)
3/4" - 1-3/16" (Twin) 3/4" - 1" 3/4" - 1-7/16" (Single)

3/4" - 2-1/4" (Twin) 3/4" - 1-3/16"

Housing Material Satin Coat Steel Satin Coat Steel Satin Coat Steel Satin Coat Steel

Coating 6 Mil Green Textured Polyester Powder 
Coat N/A 6 Mil Green Textured Polyester Powder Coat 6 Mil Green Textured Polyester 

Powder Coat

Cabinet Insulation Optional 1/2" Fiberglass Insulation No 1/2" Fiberglass Insulation No

Motor Mount Base Mount Motor Platform Base Mount Motor Platform
Motor Mounting platform (9209/9210)

1-5 HP Base mount motor Plate (9212 , 9215)
Optional 1-15 HP or 20-50 HP motor Platform for 9220

Universal Sloped Motor Base

Motor Types Available

Optional Accessories
Filter Section, Heating/Cooling Coils, 

Gravity Backdraft Damper
Vibration Isolators

Filter Section, Heating/Cooling Coils, Gravity 
Backdraft Damper,
Vibration Isolators

Filter Section, Heating/Cooling Coils, Gravity Backdraft 
Damper, Intake Hood, Vibration Isolators

Filter Section
Vibration Isolation

AMCA Certification Sound & Air Performance In Process Sound & Air Performance Sound & Air Performance

Overall Unit 1 Year 1 Year 1 Year 1 Year

Housing 1 Year 1 Year 1 Year 1 Year

Wheel 1 year 1 year 1 year 1 year

Motor/Drives 1 year 1 year 1 year 1 year
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Canarm offers a variety of motor choices for Belt Drive Blowers. These range from 115V ODP to 3 Phase TEFC. 
Please refer to our Catalogues, Delair Fan Selection Software or your Sales Representative for more details.
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ROOF EXHAUST

300 Series 700 Series SIS Series 600 Series BI Series BI-RM Series

Class I Class I Class I Class I Class I Class I

Commercial/ Institutional/  
 Industrial

Commercial/ Institutional/   
Industrial Commercial/ Institutional/Industrial Commercial/ Institutional/   

Industrial
Commercial/ Institutional/   

Industrial
Restaurants 

(Meets UL 762)

300 - 7000 400 - 9000 400 - 12500 500 - 15000 300 - 26000 300 - 26000

Forward Curved Forward Curved Forward Curved Forward Curved Backward Inclined Backward Inclined

7" - 18" 9" - 18" 9" - 20" 10" - 25" 10" - 36" 10" - 36"

Galv. Steel Galv. Steel Galv. Steel Galv. Steel Powder Coated Steel 
(Aluminum Optional)

Powder Coated Steel 
(Aluminum Optional)

Belt Belt Belt Belt Belt Belt

3/4 - 5 HP 1.5 HP - 5 HP 1-1/2 HP - 10 HP 2 - 10 HP 2 -25 HP 2 -25 HP

3/4" - 1" 3/4" - 1" 3/4" - 1-3/16" 3/4" - 1-3/16" 3/4" - 1-15/16" 3/4" - 1-15/16"

Satin Coat Steel Satin Coat Steel Satin Coat Steel Satin Coat Steel Satin Coat Steel Satin Coat Steel

6 Mil Green Textured Polyester 
Powder Coat

6 Mil Green Textured Polyester 
Powder Coat 6 Mil Green Textured Polyester Powder Coat 6 Mil Green Textured Polyester 

Powder Coat
6 Mil Green Textured Polyester 

Powder Coat
6 Mil Green Textured Polyester 

Powder Coat

1/2" Fiberglass insulation 1/2" Fiberglass insulation  (top only) No No No No

Adjustable Bracket & Hardware 
supplied on all sizes.

Adjustable Bracket & Hardware 
supplied on all sizes.

Adjustable Bracket & Hardware 
supplied on 9" - 18" Units. 

1-15 HP Motor Platform on 20"
Universal Sloped Motor Base Universal Sloped Motor Base Universal Sloped Motor Base

Vibration Isolation
Back Draft Dampers, Clean Out 
Door, Drain Fitting, Heat Slinger, 

Vibration Isolation

Aluminum Wheel, Back Draft 
Dampers, Heat Slinger, 

Vibration Isolation, Rain Cap, 
Shaft Seal, Bolted Cleanout 

Door, 2" Drain

Aluminum Wheel,  Back Draft 
Dampers, Heat Slinger, 

Vibration Isolation, Rain Cap, 
Shaft Seal ,Bolted Cleanout 

Door, 2" Drain

Sound & Air Performance Sound & Air Performance Sound & Air Performance Air Performance Air Performance Air Performance

1 Year 1 Year 1 Year 1 Year 1 Year 1 Year

1 Year 1 Year 1 Year 1 Year 1 Year 1 Year

1 year 1 year 1 year 1 year 1 year 1 year

1 year 1 year 1 year 1 year 1 year 1 year

FRESH AIR SUPPLY UTILITY BLOWERS

Canarm offers a variety of motor choices for Belt Drive Blowers. These range from 115V ODP to 3 Phase TEFC. 
Please refer to our Catalogues, Delair Fan Selection Software or your Sales Representative for more details.
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"G" Series 
Direct Drive

"G" Series 
Belt Drive

400 Series Framed 
Utility Blower

Design Standard Class I Class I Class I

Application Residential / Commercial Residential / Commercial Commercial

Airflow Capacity (CFM) 200 - 1800 200 - 8000 200 - 15000

Blower Wheel Diameter Range 7" - 12" 7" - 18" 7" - 25"

Wheel Material Galv. Steel Galv. Steel Galv. Steel

Drive Type Direct Belt Belt

Maximum Motor Horsepower 
(motors optional except on G series 
DD & D500 Series)

 3/4 10 10

Available Shaft Diameter 1/2" - 1" 3/4" -           1-3/16" 3/4" - 1-3/16"

Housing Material G90 Galvanized Steel G90 Galvanized Steel G90 Galvanized Steel

Coating N/A N/A 6 mil Textured Polyester Powdercoat on Steel frame only

Motor Mount Heavy Duty Resilient Mount Adjustable base Mount with Belt 
Tensioner

Adjustable Bracket & Hardware supplied 407-415. 
Bracket/Plate Ass'y supplied on 418.

1-15 HP platform optional  on 420 and larger

Available Motor Type 115V 3 Speed ODP 115 V Single Speed ODP

Canarm offers a variety of motor choices 
for this blower from 115V ODP to 3 Phase TEFC. 

Consult your Catalogue, Our Delair Software or your 
sales representative for more details.

Optional Cabinet No No Powder coated steel frame

Overall Unit 1 Year 1 Year 1 Year

Housing 1 Year 1 Year 1 Year

Wheel 1 Year 1 Year 1 Year

Motor/Drives 1 year 1 year 1 year
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800 Series Double Width, Double 
Inlet Framed Blower

900 Series Double Width, Double 
Inlet Framed Blower

D500 Series 
Utility Blower

Class I Class I/II Class I

Commercial Commercial Commercial

750 - 12000 400 - 62000 60 - 640

9" - 20" 7" - 36" 3" - 8"

Galv. Steel Galv. Steel Galv. Steel

Belt Belt Direct

10 100 1/100 - 1/8 HP

3/4" - 1-3/16" 3/4" - 2-11/16" 1/4" to 1/2"

G90 Galvanized Steel G90 Galvanized Steel G90 Galvanized Steel

6 mil Text. Polyester P.C.

Adjustable Bracket & Hardware supplied 809-815. 
Bracket/Plate Ass'y supplied on 418.

1-15 HP platform optional  on 420 and larger

Optional Adj. Bracket & Hardware supplied 907-915. 
Optional Bracket/Plate Ass'y supplied on 918.           
Optional 1-15 HP platform on 920 and larger

Direct Mount

115V 3 Speed ODP

Powder coated steel frame Powder coated steel frame Yes - Galvanized Steel

1 Year 1 Year 1 Year

1 Year 1 Year 1 Year

1 Year 1 Year 1 Year

1 year 1 year 1 year

BLOWER SERIES

Canarm offers a variety of motor choices for this blower from 115V ODP to 3 Phase TEFC. 
Consult your Catalogue, Our Delair Software or your sales representative for more details.

6 mil Textured Polyester Powdercoat on Steel frame only
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