
CP FAN U-CLAMP KIT 
FOR JUNCTION BOX MOUNTING

CP Fan Bracket allows installation of CP fans on an approved Ceiling J Box

R-B-CPUCLAMP

1. Place CLAMP on pulley.

2. Slide METAL BAR over CLAMP.

3. Attach METAL BAR to SPARK PLATE through centre holes.  Secure with LOCKNUTS.

4. Feed electrical wires through centre of SPARK PLATE and connect to power supply.

5. Attach METAL BAR and SPARK PLATE to 
    OUTLET BOX with outlet box screws.
 
6. Slide up the upper canopy and affix it with the set screws.  
    Leave a minimum of 1/8” between ceiling and canopy.
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Ensemble de boulon en U pour installation 
d’un ventilateur CP sur une boîte de sortie électrique

Cette ferrure permet l’installation d’un ventilateur CP sur une boîte électrique appouvée
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1. Poser le boulon en U sur la poulie

2. Glisser la barre en métal sur le boulon en U

3. Poser la barre en métal au pare-étincelle en travers du trou au centre.  
    Fixer à l’adide des écrous de blocage.

4. Faufiler les fils en travers du pare-étincelle et brancher aux fils sous tension.

5. Poser la barre de métal et le pare étincelle à la boîte 
    électrique à l’aide des vis de la boîte électrique
 
6. Glisser la cloche vers le haut et poser à l’aide des vis 
    pourvues à  cet  effet.  Laisser un minimum de 1/8’’ 
    entre le plafond et la cloche
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